
Applications:
STSR65-66 fits 1960-65 Comet, 1964-65 Cyclone, 1960-65 Falcon, 1964-66 Mustang & 1960-65 Ranchero. 
STSR67 fits 1966-67 Comet, 1967 Cougar, 1966-67 Cyclone, 1966-67 Fairlane, 1966-67 Falcon, 1967 Mustang & 1966-67 Ranchero. 
STSR68-73 fits 1971-77 Comet, 1968-73 Cougar, 1968-71 Cyclone, 1968-71 Fairlane, 1968-70 Falcon, 1970-77 Maverick, 1968-71 Montego, 
1968-73 Mustang, 1968-71 Ranchero & 1968-71 Torino.

Street or Track
Adjustable Strut Rods!

WWW.STREETORTRACK.COM

Visit us online for more information & many more products!

Super strong construction. By choosing the best materials, we've designed our adjustable 
strut rods to be the strongest after-market struts you can buy. 

Extensively tested on the street and racetrack.  100’s of sets sold, 1000’s of bind-free 
street & racetrack miles clocked.

CNC machined frame ends and 5/16ths thick laser cut LCA adapter brackets.

All steel parts are finished with the highest quality black powder coat for ultimate long-
term weather protection! 

No cutting, welding or modification needed for installation. With basic tools our adjustable 
strut rods can be installed in approx. 30 minutes per side. Alignment needed afterwards. 

Kit supplied with detailed color instructions, quality fasteners, nylon insert lock nuts and 
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Ball - 52100 Bearing steel, heat treated, hard chrome plated & precision 
ground

Race - Teflon/Kevlar, self lubricating, self-sealing.

Body - Chromoly Steel, heat treated, protective coated for corrosion resis-
tance.

Exclusive Features - Metal to metal support for heavy shock loads, 
increased cross-sectional thickness for greater tensile strength.

Misalignment Angle - 10 degrees.

Radial Static Load - 23,542lbs each.

•

•

•

•

•

•

Our Adjustable Strut Rods eliminate the  stock rubber bushings which are replaced with a high quality, high 
strength Teflon & Kevlar impregnated rod end mounted in a custom designed bil let steel bracket. This eliminates 
the stock bushings and binding problems associated with the stock strut, while allowing bind-free movement 
throughout the suspensions full range of motion.  Quickly & easily set 3-5 degrees of positive Caster on most 
applications!


